
Product structure

Backing

Flexibility

Grain Type  

Coating

Top Coat

Manufactured Width    1400 mm               1430 mm            1650 mm             others

Form

Suitable for hand grinding        hand held machine grinding          machine grinding 

Flexible cotton cloth

Aluminium oxide 

Closed
 
      stearate                special top coat

• Very good tearing properties in longitudinal  
 direction and cross direction due to specific  
 mesh structure 

•  Very good adaptability to moulded workpieces due 
to high flexible cotton backing 

• Multi purpose use at metal- and woodworking  
 applications caused by quality aluminium  
 oxide grain
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Product Information
641PF

Non-ferrous 
metal

Paint
lacquer

WoodGlassAluminium Stone/chinaPlasticsTitaniumStainless 
steel

Steel

Materials

Application examples

Genuine STARCKE. Since 1829.
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Grit size

Bei Keramik, Zirkon, # und * keine P-KörnungGrits  

 P 12  P 16  P  24  P 30  P 36  P  40  P  50  P 60  P 80  P 100  P 120  P 150  P 180  P 220  P  240

 P  280  P  320  P  360  P  400  P 500  P  600  P  800  P 1.000  P 1.200  P 1.500  P 2.000  P 2.500  ST 3.000  ST 6.000  ST 8.000

General off-hand grinding - Metal working Off-hand grinding - Bodywork General off-hand sanding - Wood working

641PF

Competitor  
abrasives 

1 5 11low high


