203 +3

4
- J
o
- > |
' 2
— | 4
16"
03B
_— ]
[ [
= N o
| ™
W \ j{
Ln _ _ _ _ _ _
~ %‘_ —
‘g H
\&' | )
465 3
492 13

DRAWING FOR APPROVAL
PLEASE RETURN THIS DRAWING WITH

YOUR COMPANY STAMP, SIGNATURE AND
DATE. AFTER YOUR APPROVAL WE WILL

BE PROCEEDING WITH SUPPLIES AND
PRODUCTION.
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Pos.

UPPER HEAD
DOWNER HEAD
MEMBRANE
PRECHARGE VALVE
THREADED NOZZLE
SELF-ADHESIVE LABEL

Denomination

3 4

Max operating pressure:
Max operating temperature:
Factory precharge™:

7

Nominal volume:

Colour:

Membrane material;

3 bar

90 °C
0.75+0,2 bor g

7,5 litres
Silver
Butyl rubber
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Revisioni
Rev. Descrizione Data
00 Issued for costruction 22/10/97
01 Precharge pressure 13/11/01
02 Spot welding valve ZINKED - REDESIGNED S-W 30/05/2013
03B Spot welding ZINKED threaded nozzle; butyl rubber membrane - PRELIMINARY 24/05/2019
04 Tolerance precharge 0,75 +0,2bar (was +/-20%bar) 22/04/2020
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