
STRAINER FILTERS FOR DIESEL OIL / 
HEAVY OIL

Mod.

70…

ABMESSUNGEN - OVERALL DIMENSIONS

Abmessungen - Dimensions
A - B: fGewindeanschlüsse UNI-ISO 7/1 - thread UNI-ISO 7/1
C - D - E: Abmessungen in mm - dimensions in mm

Filterfeinheit
Filtering degree

Filterfläche
Filtering surface

cm2
Articolo
Item

A B C D E Micron ** P G L
70451 * Rp 3/8" Rp 3/8" 61 75 -

70452 * Rp 1/4" Rp 1/4" 61 75 -
15 *** -  44
60 -  100

190 50 28

70301 * Rp 3/8" Rp 3/8" 81 84 -

70302 * Rp 1/2" Rp 1/2" 81 84 -

70303 * Rp 1/4" Rp 1/4" 81 84 -

15 *** -  44
60 -  100 360 85 -

70311 * Rp 3/8" Rp 3/8" 81 116 -

70312 * Rp 1/2" Rp 1/2" 81 116 -

70313 * Rp 1/4" Rp 1/4" 81 116 -

70207 Rp 3/4" Rp 3/4" 96 144 -

15 *** -  44
60 -  100 -  300

750 185 -

70101 Rp 1" Rp 1" 120 181 -

70107 Rp 1/2" Rp 1/2" 120 181 -

70151 NL/GL/M/ Rp 1" Rp 1" 120 - 235

70157 NL/GL/M/ Rp 1/2" Rp 1/2" 120 - 235

44 -  60
100 -  300

- 330 -

70501 Rp 1" Rp 1" 190 255 -

70502 Rp 1"1/4 Rp 1"1/4 190 255 -

70503 Rp 1"1/2 Rp 1"1/2 190 255 -

70504 Rp 2" Rp 2" 182 275 -

70501 NL/GL/M/NLM/GLM Rp 1" Rp 1" 190 - 300

70502 NL/GL/M/NLM/GLM Rp 1"1/4 Rp 1"1/4 190 - 300

70503 NL/GL/M/NLM/GLM Rp 1"1/2 Rp 1"1/2 190 - 300

70504 NL/GL/M/NLM/GLM Rp 2" Rp 2" 182 - 320

44 -  60
100 -  300 - 820 -

* Für diese Modelle kann auchd. transparente Filter-Tasse verwendet werden. - For these models it is forseen the transparent material bowl as well.
** serienmäßige Filterfeinheit, andere auf Anfrage. - Series filt. degree (different filtering degree available upon request).
P - ***:  Filterelement aus Papier. - Paper filtering element.
G: . - Steel pleated filtering element.
L: . - Steel smooth filtering element.


